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NOTICE TO CONTRACTORS 
BID PROPOSAL 

CONTRACT AGREEMENT 
CONTRACT SPECIAL PROVISIONS 

 
FOR 

 

CITY OF LAFAYETTE 
2025 PATHWAY PROJECT 

EBRPD PARKING LOT TO SPRINGHILL 
SCHOOL PATHWAY 

 
 
 

Project No. 014-9743 
 

Bid Opening Date 
Wednesday, March 12, 2025, 2:00 p.m. 



mailto:tkain@lovelafayette.org
https://www.lovelafayette.org/city-hall/city-departments/engineering/city-construction-projects/standard-specifications
https://www.lovelafayette.org/city-hall/city-departments/engineering/city-construction-projects/standard-specifications
http://www.ci.lafayette.ca.us/gov/
























































































http://www.greenhalosystems.com/
http://lovelafayette.org/modules/showdocument.aspx?documentid=499
http://www.wastediversion.org/files/managed/Document/1645/CCCSWA%20Certified%20CD%20Processing%20Facilities.pdf
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1-3/4" x 1-3/4" x 120"
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Davidson Traffic Control Products

Flexi-Guide FG 300 
Surface Mount Channelizer Posts

FG 300 
Model EFXClover Leaf Design for Built-in Rebound

Made in the USA

Notes: 
Delineators shall have 2 bands of reflective tape at the top. 
The bases shall be black 
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Flexi-Guide FG 300 Post
Channelizer posts improve safety 
by properly directing traffic and 
reducing the chance of accidents. 
These posts are highly visible, day 
and night, and clearly delineate 
driving lanes with bright colors and 
reflective sheeting. To reduce the risk 
of accidents, place FG 300 posts at 
critical points along roadways where 
safety hazards exist. 

A Family of Posts 
Pexco offers the FG 300 post in 
three grades: Model PE for general 
applications, Model UR, the industry 
workhorse, and Model EFX for the 
toughest installations. All models 
are compatible with all six of our 
bases as well as our curb systems. 
FG 300 posts are engineered to 
meet or exceed specifications for 
surface-mounted delineator posts, 
and have been proven on the NTPEP 
Test Deck, and are compliant with 
NCHRP 350.

FG 300 Posts are designed and 
built to provide high performance 
and durability for work zones, traffic 
separation, islands, gores, merging 
lanes, parking lots, pedestrian bike 
lanes, and many other applications. 

Clover Leaf Design for Built-in 
Rebound 
The innovative design of the FG 
300 tubular marker provides far 
better rebound than simple round 
tubes. Curving the sides of the tube 
changes the moment of inertia and 
builds up tremendous potential 
energy, resulting in a quick and sharp 
rebound when impacted.

Combine the geometry of the FG 
300 with polyurethane, the toughest 
flexible engineering polymer, and the 
result is a channelizer post that sets 
new standards of performance.

Features and Benefits: 
• Superior impact resistance for

lower maintenance
• Conforms to MUTCD and

NCHRP 350 standards
• Replace damaged posts in just

seconds
• Withstands extreme hot and cold

temperatures
• True fluorescent colors for

increased visibility
• Proven durability on the NTPEP

Test Deck
• Greater reflectivity than simple

round tubes
• No metal pins in bases to rust or

seize
• Many heights and colors available
• Easy installation on any roadway
• Bases can be reused

Pexco Channelizer Posts Increase Visibility and Improve Safety

Standard and custom colors

FG 300 Overview vsh-F  1.23.19

Pexco LLC / Davidson Traffic Control Products 
3110 70th Avenue East, Tacoma, WA 98424 • USA: 877-335-4638 • Intl: +1-253-284-8000 

Email: hwysales@pexco.com  •  pexco.com/traffic

Pexco is a leading 
manufacturer of 
recycled traffic 

control products

Click the CADdetails 
link on our website for 
technical drawings & 
specs or contact us at 
hwysales@pexco.com

Scan QR code 
to access 
Pexco’s Traffic 
Safety Channel 
on YouTube

mailto:hwysales%40pexco.com?subject=
https://www.pexco.com/markets/industrial/traffic/


APPENDIX C 

CONTRACTORS POTHOLE LOG FORM 



Utility Pothole Log 
(To be filled out and submitted to the Engineer prior to commencing excavation work) 

The Contractor shall notify Underground Service Alert (800-227-2600) prior to potholing for utilities.  
The Contractor shall positively locate all utilities (laterals and mains) marked by utility representatives or 
identified by the Engineer.   

Address Approx. 
Station 

Offset From Existing Improvement 
or Centerline 

Utility Owner and 
Type 

Depth 

2685 Sample Street 10+53 2’ from North Gutter Lip, in Street PG&E (Gas Service) 36” 

*Depth measured from existing surface

Please sign and date attesting that the above information is true and correct to the best of your 
knowledge. 

Contractor Name: 

Signature of Contractors Representative: Date: 

Signature of City of Lafayette Representative: Date: 
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